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CanStat 610 Standard Black NBR 90A w/ Zinc Coated Steel  

The information provided in this data sheet is based on test results and our 

combined expertise. This data sheet is intended to serve only as a 

reference and is not considered a guarantee.  

Overview 

NB90BK00-CNST-610-02 is Canyon’s 

standard 610 series CanStat fastener seal. 

It utilizes a 90 shore A durometer, black 

NBR seal wrapped in a zinc coated, cold 

rolled steel washer. This is a very popular, 

cost-effective commodity material.  

Features & Benefits 

• Good abrasion resistance 

• Low Compression Set 

• Cost Effective 

Service Temperature 

• -35°C to 122°C (-31°F to 252F) 

Specification 

• Elastomer: ASTM 2000 M6BG910 A14 

B14 EA14 EO14 EO34 

• Steel Washer: JIS G3141 SPCC-SD 

CQ2  

Elastomer Test Data 

Table 1. Physical Properties 

Test Requirements Results 
Color Black Black 
Hardness, Shore A 90+/-5 89 
Tensile Strength, psi 
(MPa) 

1450 min 
2813 

(19.4) 
Elongation 100% min 200% 
Specific Gravity, g/cm3  1.30 

 

Table 2. 14 - Heat Aging – 70 hrs at 100°C 

Test (Change) Requirements Results 
Hardness, Shore A +15 max +1 
Tensile Strength, % -20 max +1 
Elongation, % -40 max -2 

 

Table 3. B14 – Compression Set - 22 hrs at 
100°C 

Test (Change) Requirements Results 
Permanent Set, % 25 max 12 

 

Table 4. E014 – ASTM Oil #1 (901) 
Resistance – 70 hrs at 100°C 

Test (Change) Requirements Results 
Hardness, Shore A -5 to +10 +3 
Tensile Strength, % -25 max -2 
Elongation, % -45 max -8 
Volume, % -10 to +5 -4 

 

Table 5. E034 – ASTM Oil #3 (903) 
Resistance – 70 hrs at 100°C 

Test (Change) Requirements Results 
Hardness, Shore A -20 to 0 -10 
Tensile Strength, % -45 max -7 
Elongation, % -45 max -13 
Volume, % 0 to +35 +5 

 

Looking for specific chemical 

compatibilities or desire more material 

information? Please Contact Us! 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

https://canyoncomponents.com/pages/contact-us

