
 
 
 

 

 

 

 

PT60BK20 Datasheet 
   

Rev C - Update: 01/09/2024 

www.CanyonComponents.com 

8 Industrial Way, Bldg D, Unit 4, 

Salem, New Hampshire 03079 

15% Graphite Filled, Black, PTFE 

The information provided in this data sheet is based on test results and our 

combined expertise. This data sheet is intended to serve only as a 

reference and is not considered a guarantee.  

Overview 

PT60BK20 is Canyon’s 15% Graphite Filled, 

60 shore D durometer, black PTFE. 

PT60BK20 offers extreme chemical 

resistance, high & low temperature 

performance, reduced dynamic friction, 

and improved wear resistance.  

Features & Benefits 

• 15% Graphite Filled for improved 

dynamic performance 

• Excellent heat resistance & high 

temp stability 

• Best chemical resistance 

• Low gas permeability 

• Self lubricating 

Recommended Applications 

• High Pressure Backup rings 

• Dynamic Spring energized seals 

• Semiconductor 

• Chemical Processing 

• Solvents, MEK, DMF, Acetone 

Service Temperature 

• -268°C to 290°C (-450°F to 554F) 

Specification 

• 15% Graphite Filled PTFE 

 

Test Data 

Table 1. Physical Properties 

Color Black 

Hardness, Shore D [D2240] 60 

Tensile Strength, psi (MPa) [D4745] 2200 (15.2) 

Elongation [D4745] 250% 

Specific Gravity, g/cm3 [D792] 2.16 

Water Absorption - 24hrs, % [D570] 0 

Linear Coefficient of Thermal 
Expansion @ 300°F, 1/°C (1/°F) [E831] 

12.6 x 10-5 

(7 x 10-5) 

 

Table 2. Coefficient of Friction 

33.3 psi, Static 0.05 

33.3 psi, Dynamic 150 fpm 0.08 

 

Table 3. Rotary Motion  
Typical PV K Factor, psi*ft/min 10,000 

 

Looking for specific chemical compatibilities 

or desire more material information? Please 

Contact Us! 
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